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our S .,r-"ill:i
I6f1935 Series |
two-t

joints for the transmission.

W 9/1937: Series |l brings with it
Easiclean wheels in place of the previous
wire units, a painted radiator cowl

a aint options for the
bodyshell (the wings were always b
W 10/1938: Series E announced, with
mare r, & four-speed gearbox,
faired-in headlamps and a lack of

10 two-tone

running boards.
W 10/1945: Series E post-war
production resumes w ibber
bushes fitted at the back of the front
and rear springs in place of the
previous gre nipples.

W 10/1948: Eight is superseded

the Minar.
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Buyer’s Guid

once water gets into the timber it'll just
dissolve. If you're looking at a saloon, you'll
need to ensure that the roof isn't leaking.
This is especially likely on a Sliding Head
edition, particularly if the sunroof's drain
holes have been allowed to get blocked.
Once a car with a sunroof has started to rot,
it's touch and go whether or not it's warth
saving because repairs are so involved

Mechanicals

All versions of the Eight were fitted with

a 918cc side-valve engine, which didn't
change significantly between the Series

| and 1| cars. However, the Series E was
equipped with different pistons and a
revised cylinder head to increase the
compression ratio (from 5.8:1 to either
©6.5:1 or 6.7:1) raising the power output in
the process. From the introduction of the
Series E there were shell bearings for the
big ends, but before this everything was
white-metalled. Despite this, there's little
difference in life expectancy between the
various units - if mollycoddled, it's possible
to get 45,000 miles between rebuilds. With

hard use, this will fall to 30,000 miles, with
regular oil changes being the key to a long

life. Oil swaps should be performed every
2000 miles, as there's no oil filter fitted; it's
best to use a monograde lubricant without
a detergent in. Oils that contain detergents the
just keep any rubbish circulating around ] Ly over oil se
the engine, potentially wreaking havoc in [
the process.

A good sign of a healthy engine is decent
oil pressure; expect to see 60psi on the

dial when an early
should drop to around
and up to temperature, 2
owners reckon ?OUS| on
than en

when cruising
ouUgh many
ock is more

oil-tight
COMpress

section on the inside. Whichever generation
of Eight you're inspecting, you'll need to

bottoms because they're a
e the Sef es E

it you're not able to

e same with the rear
hich were strengthened by

g on pre-Series E models

'l have to

s where t-w]. 'neet the rea
u're at it, look at the brackets

that support the front wings; they often

around an ash
frame, r can rot badly,

5 likely 1 be localised
0n the Series E, the most important areas
he sills, which are usually the
nao replacement panels
g them yourself
shouldn’t pose much of a problem as
they're not complicated. You also need to
check that the bulkhead is intact, because

ems wil
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VALUES

Series | and |l cars are worth the same, the Series
E being less valuable. Open cars are more valuable than
closed ones but there's no difference in prices between

two and four-seaters. That means a Series saloon is the
cheapest of the lot at around £1800 for a reasonable
runner, while an equivalent Series | or Il tourer is more
like £4000 - a mint example of the latter could cost up to

£8000 from a dealer.

SPECIFICATIONS

Engine 918c/4-cyl

Power (bhp/rpm) 23.5/3900

Torque (Ib ft@rpm) nfa

Top speed 58mph

0-50mph 419 sec

Consumption 40mpg

Gearbox 3-speed manual

Length 114t 10in (3.61m)

Width 4ft 6in (1.37m)

Weight 15951b (725kg)

Engine 918cc/8-cyl

Power (bhp/rpm) 23.5/3900

Torque (Ib ft@rpm) n/a

Top speed 58mph rebuild, there'll be plenty of oil smoke being  you're better off getting the hang of double carry a spare unit with them; with the right ~ new box. Similarly, bearings are no longer

0-50mph 41.9 sec sconasyou  declutching. Although none of the gearbaxes tools, it's possible to swap them over by available and they have to be made specially, bronze bushes, while later models featured

Consumption 40mpg revive a Series E were EGLID'—‘f‘d with synchromesh on first the roadside. Although replacement shafts which is why it's imperative that you check rolled bushes; all cars should have been

Gearbox 3-speed manual because of the gear, the Series ; aren't available new, there’s no shortage of for tight spots or excessive play. greased every 500 miles. Whichever type

Length 11t 10in (3.61m) SIS nningn R A08 TTIS0) SUPRCE 1D DAy S SR A e B D 6 decent used ones to go round. The suspension system couldn't be much I for excessive

Width aft 6in (1.37m) £700 for a GO LS rebuild of one of th When it comes to trying to source a decent The crownwheel and pinions can also simpler, and while it's pretty crude, it also 3l and horizontal play, ideally with a

Weight 14851 (675kg) later engines and £1100 to resuscitate used gearbox, it's possible to fit a Series ffer from chipped teeth — and you'll be works surprisingly well. There are semi- If replacements are needed you
of the earlier units. E unit to an earlier car; expect to pay no doing well to find any new replacement elliptic springs all round, and the shackle -t to pay £65-85 per side for the

more than £50 for a usable second-hand parts. You shouldn't have to look too hard to  pins at each end of these will eventually ything rigt

Engine 918cq/4-cyl i find serviceable used components though, wear to the point where it becomes stepped, the Series || arrived in 1937, the

Power (bhp/rpm) 30/3400 Thefabric. cescs, which wees fitted in place through the clubs or at a decent autojumble.  while the shackle plate holes become oval with wire wheels;

Torque (Ib ft@rpm) nja of universal joints on pre-Series cars, have As you'd expect, the Eight's front wheels - at this point the holes have to be welded | st iron wheels with

Top speed 85mph to be made _5:"3(-'"‘”)‘ and aren't as cheap are steered by a box rather than a rack. It's up and redrilled. The suspension also rry the Easiclean

0-50mph 34.9 sec = "_“rdi’"s cer couplings at around £35 a cam and peg system and it's reasonably incorporates lever arm dampers which s are interchangeable

Consumption 40mpg e Ea(z‘l b q worn clutch = 'mm_mg to worry effective but once problems occur it can will eventually spring a leak - so look for dels, but cars tend

Coniun a-speed manual 858 fl‘duuT d‘f' it us ® same parts as an early be tricky putting things right. New parts signs of fluid escaping. Replacements are

Length 12ft 0in (3.66m) e ol s festh iave el Moenis Mipoj Al Hre of < Bratiem aren't available, and while the pegs can be available at £70 each. conomy car, the

Width aft gin (1.42m) ama is if the back axle needs_ major ﬁn_f? n, ’ turned through 90 degrees to present a There are king pins at the heart of the ydraulic brakes all

Weight 1735lb (787hkg) which it may well do because the half:shafts fresh surface to the worm, this can only be  front suspensior ese changed in s generally reliable,

are prone to breaking. Same owners even e three times before you have to find a design over the years. Pre-Series and early g check for axle oil #
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